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Appendix D
Example Problems

The examples provided in this appendix clearly demonstrate the procedure for applying the multiple-wedge and
single-wedge equations to the stability analysis of wedge systems, stability benefits from uplift reduction, stability
benefits of tensioned structural anchors, obtaining shear strength parameters for use in sliding-stability analysis, uplift
pressures and differential heads on stilling-basin dlabs, and calculating critical wedge-dip angles for selected
conditions. The variations of uplift pressure, orientation of failure planes, etc., used in the examples were only
selected to simplify the calculations and are not intended to represent the only conditions to be considered during
design or investigation of the stability of a hydraulic structure. Dimensions, weights, volumes, densities, forces, and
pressures are presented in Sl units, with corresponding American units given inside brackets. Unit nomenclature and
conversions used are as shown in the following table:

|
Table D-1
Unit Nomenclature and Conversions

Unit Abbreviations Sl Units American Units
newton N 0.0002248 0.2248 Ib
meganewton MN 224.8 kips 224,800 Ib
meter m 3.28 ft

pascal Pa N/m?

megapascal Mpa 20.88 ksf 145 psi

density or unit weight ~ MN/m? 6.3656 kcf

Example D1
Gravity-Dam Sliding Analysis, Single-Wedge System

Determine the factor of safety against sliding for the structure shown below using the single-wedge diding analysis
method as discussed in Chapter 5 of thisEM. Asapoint of interest, the multiple-wedge analysis would produce the
same results for this problem.
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[0.0625 kcf] [ 0.150 kef ]
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7, = 0.00981 ™3 7. = 0.02355 :I‘_Ii
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e o.71
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100 Fdn:
(1007 ] [75] .~ 45°
22.86 m ¢=0.4789 MPa
A | [10 ksf]

T
S
3%
o .
- O
—N)

ics

W - 8.812 MNIm [603.8 kifi]
T -P -X (304872 y - 4557 MV [3125k]
2 m
U - %yw(30.48)(22.86)=3.418M [234.38K/ft]
m

N = w - U-8812-3418-5.3%4MN [369.42f]
m

_ Ntand +cL _ 5304 x1+ 04789 x 22.86 _
T 4.557

FS 3.59
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EXAMPLE D2
Gravity-Dam Sliding Analysis Multiple-Wedge System

Determine the factor of safety against diding for the gravity dam shown below. Use the multiple-wedge-diding
analysis as discussed in Chapter 2 of this EM. The purpose of this exampleisto illustrate the cal culations required

for amultiple-wedge dliding analysis using the iterative method.

For an usual load condition, acritical structure, and normal site information the minimum-required factor of safety is

2.0. (See Chapter 3).

tand. €
[(07,+7,) cost,~U,+(H,,-H,,) sina[]ﬁd)’ ~(H,,~H,,)cosee,+(W,+ V) Sinoc,»+ﬁL,»

1

i

tanp tand, _ tan¢,
1-——|cosa. -sina | tanp + -
FS. ! ! FS

Wedge forces for trial safety factor of 1.5

i=1H,=H, =0

— Li Ri

tan
¢, _tan 20 b, = tant (0.243 ) = 13.64°

FS, 15
b,

o, = - (45° + > ) = - 5L.82° (Thisorientation is only trueif the stratification and
surface are horizontal .)

tan ¢,

sin (-51.82) = -0.786, cos (-51.82) - 0.618
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Wedge Parameters:
[0.117 kef]
1. ¢=20°, ¢=0, y=0.01837 MN/m?3
[0.122 kef]
2. $=30°, ¢c=0, y=0.01915 MN/m?>
3. Some as 2.
4, Same as 2 and 3.
0.132 kcf
[80'] 5. & =40°, ¢=0, ¥=0.02072 MN/m?>
EL 24.38 m S
v_l Constants: [30.3']
ié* o0 o= 9.5, Ly= 9.24 m

[0.0625 kcf]
vy =0.00981 MN/m3
w

[0.150 kef]
7, = 0.02355 MN/m3

[50'] [55']
EL 15.24 m \ EL 1676my

R

EL 12.19

L, =152/ [sin(-51.82)] = 1.52 / 0.786 = 1.934 m [6.36' ]

W, = % (0.00856 ) (1.52 ) (1.934 ) cos ( - 51.82 ) = 0.0078 MNIm [0.54 k/ft ]

[0.0078 (0.618 ) ] taz 520 + 0.0078 (- 0.786 )
(Po - Pj_ ) = :

0.618 - ( - 0.786 ) 21 20
15

= - 0.006 MNIm [- 0.42 Kk/ft]

i=2HL2=H, =0

tan
tn &, - ¢, _ tan 30

= tan'! (0.385 ) = 21.05°
15 15 Az ( )
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%

U1/,\

Ny Ty 4 U5N5
&
Uy

o, = - (45 + % = -5553°

L, - =9 370 m [1213 f

0.8244
sin (-55.53) = -0.8244 cos (-55.53) = 0.566
W, - 0.00856(1.52)(3.70x0.566)+%(0.00934)(3.05)(3.70x0.566) ~0.0571 MNIm [3.91 k/ft
[0.0571 x 0.566 ] 2130 . 00571~ 0.8244 )
P, - P,) - 15 -~ 0.040 MNIm [~ 2.69 K/ft]
0.566-(- 0.8244 ) ta: 530

[=3a, =95 L, =9270m [303 fi]

= % (0.00981 ) (12.19 ) = 0.7289 MNIm [49.95 k/ft ]

= % (0.00981)(3.04)* = 0.0453MNIm [3.11Kk/ft]
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_...._._.._):

H,, - H,, = 0.6836 MNIm [46.85 k/ft]

W, = 1.7864 MNIm [122.4k/ft] sin 9.5° = 0.165 cos 9.5° = 0.986

[1.7864(0.986) + 0.6836(0.165) - 0.6925] taz S’O -0.6836(0.986) + 1.7864(0.165)
(FoF) tan 30 i
0.986-0.165x-2
- 0.082 MN/m [5.61 Kift |
i=4H,-H, -V, -0
tan ¢,  tan 30° 1
tan &, = - - tan'! (0.385 ) = 21.05°
o FS, 15 o ( )
o, - 45 - % - 34475° sin (34.475) = 0.566 cos (34.475) = 0.824
- —=22 - 2685 m [8:83]
sin 34.475

W, = (0.01091) (1.52) (2.685x0.824)+%(0.00934)(1.52)(2.685x0.824) -0.0524 M N/m[3.59K/ft]
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[0.0524 (0.824 )1 230 ., 00524 (0.566 )

P, - P,) - L5 - 0.076 MNIm [5.23 kift |
0.824 - 0.566 | 1230
15

i =5H, =H, =V, =0

tan

g, - NP A0 0859 - 20220

FS 15

5

o, = 45 - % = 30.38° sin 30.38 = 0.5058  cos 30.38 = 0.8626

1.52

Ly - —222_ _ 301 m [9.89 ft |
sin 30.38
W, = % (0.01091) (1.52) (3.01 x 0.8626) = 0.0215 MN/m [L.48K/ft]
(0.0215 x 0.862 ) 40 | 00215 x 0.506
P, - P, ) - LS - 0.036 MNim [251 kit |
0.863 - 0.506 (M)

Summing the resultant horizontal forces for all wedges
(Py-P)+(P,-P)+(P,-Py) +(P;-P,) +(P,-Pg) =-0.006 -0.040 + 0.082 + 0.076 + 0.036 =0.148 > 0

Since this summation is greater than zero, the safety factor (FS) must be greater than 1.5. Calculations have been
made for trial safety factors of 2.5 and 2.0 in asimilar manner, and the results are presented in Tables D-2 through D-
4 and on agraph on the following pages.

Table D-2

FS=1.5

[ a L H, He % w u P..-P;
1 -51.82 1.934 0 0 0 0.0078 0 -0.006
2 -55.53 3.700 0 0 0 0.0571 0 -0.040
3 9.5 9.270 0.7289 0.0453 0 1.7864 0.6925 0.082
4 34.47 2.685 0 0 0 0.0524 0 0.076
5 30.38 3.010 0 0 0 0.0215 0 0.036
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AP, = 0.148

Table D-3

FS =25

[ o L H, Hg \Y W u P.,-P,
1 -49.14 2.015 0 0 0 0.0086 0 -0.007
2 -51.50 3.895 0 0 0 0.0661 0 -0.053
3 9.5 9.270 0.7289 0.0453 0 1.7864 0.6925 -0.112
4 38.50 2.438 0 0 0 0.0452 0 0.057
5 36.72 2.609 0 0 0 0.0169 0 0.024

AP, = -0.091

Table D-4

FS =2.0

[ a L H, Hy v w u PP,
1 -50.16 1.984 0 0 0 0.0083 0 -0.007
2 -53.05 3.813 0 0 0 0.0625 0 -0.047
3 9.50 9.270 0.7289 0.0453 0 1.7864 0.6925 -0.041
4 36.95 2.538 0 0 0 0.0479 0 0.064
5 33.62 2.752 0 0 0 0.0189 0 0.028

AP, = -0.003

The safety factor for diding equilibrium of the five-wedge system is determined from:

5
X(P,_, - P)=AP, AP, =0 which gives the safety factor for equilibrium.

i=1

Example D3

Perform a complete stability anaysis for the lock chamber wall monoalith shown below. The structure classification
isnormal, the loading is ausual condition, and site information is limited. Assume that avertical crack exists from
the top of the rock to the base of the wall on the driving side. For the resultant location analysis, any lateral force due
to the rock on the resisting side will be neglected.
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Resultant Location Analysis
Driving Side Forces

5 -0 ¢, = tan (SMF x tan ¢) = tan™® (% tan 30°) - 21.05°

o =45 + % = 55,525°

. 1-03849 x 06866 00,

1 + 0.3849 x 1.4564

p, = 04714 x 0.01885 x 1.83 = 0.01626

p = 0.4714[0.01885x10.67 - (0.01885 - 0.00981)8.84] =0.05714 MPa [1.1938 Ksf]

P - %x0.01626x1.83 v %(0.01626+0.05714) (8.84) =0.3393 MN/m [23.24 kift]

P, = = (0.00981) (10.36 )2 = 0.5265 MN/m [36.13 k/ft ]

N[

Resisting Side Force

P, = % (0.00981 ) (4.57 )? = 0.1024 MN/m [7.03 Kift ]

Uplift on Base

, = 000981 x 10.36 = 0.1016 MPa [2.13 ksf ], u,=0.00981x4.57=0.0448 MPa [0.9375 k(]
U - % (0.1016 + 0.0448)(10.67) = 0.7810 MN/m [53.52 /it ]

u

Resultant location calculations. See the figure on the following page for illustration.

M, - 2.2476x5.965 + 0.1024x152 - 0.3393x5.376 - 0.5265x3.453 - 0.7810x6.023 -
- 5217 MN-m [1172.70 k-ft]
N =W - U = 22476 - 1.4666 MNIm [100.48 k/f(
M
x, = & o 527 3557, (1167]

R N 1.4666

Since the resultant force normal to the base lies at the edge of the kern, 100 percent of the baseisin compression and
resultant location criteriais satisfied.
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+ A Pg
!

0.14 +
012 1 tst Triol

APp = 0.148 for FS = 1.5
0.10 +
0.08 +
0.06 +
0.04 +
0.02 +

0.5 1.0 1.5 .0 2.5 3.0
0.00 t + i + + FS

7l

- 0.02 + Safety Factor for Equil.

(BPg= 0 for FS = 2.0)

3rd Trial
- 0044+ APy = —0.003 for FS = 2.0

- 0.06 +

- 0.08 4+

- 0.10 +

2nd Trial
- 0,12 +
yAPR= -0.091 for FS = 2.5

- 8P

Figure D3-1. Graphical solution for safety factor

Forces and Pressures From Resultant Location Analysis
Single-Wedge Sliding Analysis

From Chapter 3, the minimum factor of safety against sliding for ausual load condition, a normal structure classifi-
cation, and limited site information is calculated as;

FS

sliding

= 200 (F,) (F) (Fy) = 2.00(1.00)(0.75)(2.00) = 3.00
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10.67 m  (Struct. Wedge) _
Resisting Side 1.52 m [35.0'] Driving Side
5.0'”
Soil: [0.120 kef ] s A ; 2 NfE o
Ym = 0.01885 MN/m Watertable ¥ o,
[0.125 ker] | L — — 4 — — |-t =
75 = 0.01962 MN/m W = 2.2476 MN/m
[0.0625 kef ] le [154 k/ft
%, = 0.00881 MN/m3
¢ = 30° c =20
E —
alo By
NIT. Normal Lower Pool 1 e : N,
3
_%_ Q\O
Ejr— R
2 = 0.00981 MN/m3 2 Rock
o v ) F dot
o2 "™ [0.0625 kef] / oundotion
N | o
3! _ L N £
:{3 }2 SRR R ’ ’ . i i v K D ;11';;:,',‘,;;; T :(_) 3
Foundation: [3.50 ksf] -
¢ = 40" ¢ = 0.1676 MPa

Driving Side Forces

W

b, = tanl(

D

p

2

Y = 0.01217 MN/m?3 [0.0775 ksf]

P = 05265 MN/m [36.13 k/ft] (from resultant location analysis)

tan 300 — 10.8930, K = tanz 450 — & = 06821
3.00 2

Resisting Side Forces

0.6821 x 0.01885 x 1.83 = 0.02353 M N/m [0.4911 Ksf]

P =0.1024 MN/m [7.03 k/ft] (from resultant location analysis)

P-Lx1s3: % (0.02353 + 0.0827) 8.84 - 0.4910 MN/m [33.63K/ft]

0.6821 [0.01885 x 10.67 - (0.01885 - 0.00981) 8.84] = 0.0827 MPa [1.7273Kksf]
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Forces and Pressures fFrom Single Wedge Sliding Stability Analysis.
0.02353 MPg
5.965 m W o= 2.2'476 MN/m
£
~
-4
=
0
w
N
[Te3
£ o
=z P=0.4910 MN/m .
£ = -K z
é < o
= g 4
3 S
:J |
P2 . €
o w0
I ~
a l : €
0.1474 _ _ E
} € L = 9.035 m 1.635 m| 0.0827 MPa "
@ Soil
! R D
—_—
e10 1795 0.0448 MPa I T= 0.6667 MN/m | 0.1016 MPa
o Rock Woter @ Woter
3 S]] e
o o S Uplift
[+
6.056 m
U = 0.8275 MN/m
o
Q
3 ’U/l/l/l/‘/ Fdn, Pressure
3 —_— e
"
© < 3.012 m
N = 1.4201 MN/m

Figure D3-2. Forces and pressures from single wedge sliding stability analysis

For Rock

= 0.0559 MPa

¢, - tan-1 ( tan 40°)

- 15626°, ¢, - =

K = tan? (45O + %) = 17373, K, = VK = 1.3181

U = = (0.0448 + 0.1016) 9.035 + 0.1016 x 1.635 = 0.8275 MN/m [56.71 k/f{]

N =
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0.01626 MPo

5.965 m ¥ = 22476 MN/m

0

€
~
z
=
0
[T
oN
n
£ o
~ P=0.3393 MN/m "
r4 —
b 7 - :
< o
N
o —_—t
d l
[] £
x
a o \
L) £
—_— [Te3
<
& 0.05714 MPo o
[y} N
0 Soil
A IR D
0.0448 MP T mores o 0.1016 MPa
= 0.7634 MN/m
Water ? , ' Water
ST T] 2
=] © uplift

6.023 m

A\ U = 0.7810 MN/m

MW Fdn. Pressure

3557 m
N = 1.4666 MN/m

0.2749 MPao

[
3

platrocksurface) = 2 K, c, = 0.1474MPa [3.08 ksf]

p (at base) = 1.7373 x 0.01217 x 1.52 + 0.1474 = 0.1795 MPa [3.749Ksf]

P = = (0.1474 + 0.1795) (1.52) = 0.2484 MN/m [17.06 k/ft]

N =

Resultant Location for Single Wedge Sliding Analysis (see figure on preceding page)

IM, = 2.2476 x 5965 + 0.1024 x 1.52 + 0.2484 x 0.735 - 0.4910 x 5.376 -

- 0.5265 x 3.453 - 0.8275 x 6.056 = 4.2762

M
N = 22476 - 0.8275 = 14201 MNIm, X, = NR =3.012m, L = 3 X,=9.035m
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T = 0.4910 + 0.5265 - 0.1024 - 0.2484 = 0.6667 MNIm

_Ntand +cL _ 14201 x 0.8391 + 0.1676 x 9.035 _ 406 > FS

T 0.6667 sliding

FS = 3.00

Factor of Safety Against Sliding Exceeds the Minimum Requirement

Example D4
Stability Benefits from Uplift Reduction

D4-1. Example Problem Description

The example problem represents a nonoverflow section (gravity dam) which is part of a hydroelectric power
generating project. The nonoverflow section was designed in the early 1900s under the assumption of full uplift
acting over 50 percent of the base. Stability analyses performed under current stability criteria indicates the structure
does not meet resultant location, and sliding factor of safety requirements. The dam section has a grouting and
drainage system, and piezometer readings indicate uplift downstream of the drainsis at or near tailwater. Maximum
drain efficiency alowed for the design of new damsis 50 percent according to information provided in Appendix C.
The stability will be evaluated using 50-percent drain efficiency. It will also be evaluated assuming 90-percent drain
efficiency, which conservatively represents the degree of drain efficiency indicate by piezometer readings taken over
the past 40 years.

D4-2. Dam Configuration

A cross section through the highest section of the dam is shown in Figure D4-1. The pool conditions are indicated
for the normal operating condition. A usual loading condition is used in establishing the required factors of safety for
sliding and resultant location.

D4-3. Foundation Strength Parameters

Through explorations and testing it has been determined that the angle of interna friction for the foundation (¢) is
55-deg, and because the foundation rack is highly jointed and fractured, the cohesive strength (c) is assumed to be
zero.

D4-4. Loads

The forebay and tailrace pool elevations representing the usual loading condition are shown in Figure D4-1. Table
D-9 provides a summary of the loads and a summary of the moments of the loads about the heel of the dam.

D4-5. Uplift

The uplift pressures and resultant locations for the 50-percent drain efficiency condition are shown in Figure D4-2,
and for the 90-percent drain efficiency in Figure D4-3. The forebay pool, since this is a hydroelectric power
generating facility, is usually kept at elevation 54.88 m (180 ft) to maximize power benefits. Piezometer
measurements and records have been kept over the last 40 years. Many records are available for the forebay pool at
elevation 54.88 m (180 ft) and with tailwater at a maximum elevation of 3.05 m (30.0 ft). The records indicate the
uplift downstream of the drains remains at or near tailwater. The records also indicate that uplift pressures are not
increasing with time. A comparison of the 90-percent drain efficiency condition with the actual measured uplift
pressure condition for the normal operating forebay pool / maximum tailwater condition is shown in Figure D4-4. As
can be seen in Figure D4-4, the 90-percent drain efficiency condition conservatively represents the actual foundation
uplift pressures.
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FOREBAY 54.88m
(180ft)

18.29m
(60f1)

6.10m

(2011) | EL 57.93m (190#)

NORMAL OPERATING CONDITON
(USUAL LOADING)
CRITICAL STRUCTURE

W = 26.57 MN/m (1820K/FT)
Hy= 14.78 MN/m (1012.5"/FT)
Hy= 0.41 MN/m (28.1 K/FT)

.6

NE

12.04m
(39.5f1)
w TAILWATER EL 9.15m (30.0tf)

[ b

} DRAINS
4.57m (15.0f1)

36.58m (120ft)

3.05m (10.0tf)

EL 0.0

Figure D4-1. Gravity dam section

D4-6. Resultant and Location

The resultant vertical load and resultant location (including uplift) is calculated as follows:

For the 50-percent drain efficiency condition:

Y V=W - Uy, = 2657 - 842 = 1815 M N/m (12432 Kips/ft), and

X =

588.98 - 842 (14.02) _ 5594 ,, (85.08 ft)

18.15

(Resultant outside middle 1/3 of base)

For the 90-percent drain efficiency condition :

YV =W-U, = 2657 - 513 = 21.44 MN/m (14685 kips/ft), and

X =

21.44

EC 1110-2-291
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588.98 - 513 (14.21) _ 5407 (7895 ft)  (Resultant outside midd< 1/3 of base)

D-15



EC 1110-2-291

31 Oct 97
o|%
g | !
[Te} 1
o |~ ]
[e2] [+ o}
Q|- ?
L o~
X a® | 5
8 Z | x
SEEREE
- N~
o Uso = 8.42 MN/m (576.6 K/ft)
=
2 —
w | O
o =z | x
< L2
o~ [fe]
N~
14.02m
(46.0ft)

Figure D4-2a. Uplift with 50 percent drain efficiency

(Resultant in middle 1/3 of base)
D4-7. Sliding Factors of Safety

The dliding factors of safety are calculated using the limit equilibrium method. For the single-plane failure surface
condition with a horizontal failure plane, the factor of safety equation becomes :

ed + (V- U)tan
H

FS = , and
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0448 WP
(0.94 KsF)

090 MPq
(1.875 KSF)

Uy = 5.133 MN/m (351.6 K/ft)

0.4033 MPy

0.538 MPq (11.250 KSF)
(8.44 KSF)

14.21m
(46.6ft)

Figure D4-2b. Uplift with 90 percent drain efficiency
For the 50-percent drain efficiency condition :

Fs - 8IS 445500 N.G.

14.37

For the 90-percent drain efficiency condition :

Fs - 24455 59591500 OK.

14.37

D4-8. Bearing Pressures

Bearing pressures are calculated for the two different uplift conditions.

For the 50-percent drain efficiency condition :

Base in compression = (36.58 - 25.94)3 = 31.92 m (104.7 ft)

3192 - 1815

p=1137 M Pa (2375 KSF) (pressure at tog)

EC 1110-2-291
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PIEZOMETER
LOCATION (TYP)

—_———t e
D

-
MEASURED UPLIFT PRESSURES

90% DRAIN EFFICIENCY
UPLIFT PRESSURE LINE

=
=
=
-

Figure D4-2c. Measured uplift versus 90 percent drain efficiency

For the 90-percent drain efficiency condition :

Base in compression = 36.58 m (120 ft.) (100 percent)

ProraL = Py + P,

where
P, = Resultant force representing the uniform component of bearing pressure

P, = Resultant force representing the linearly varying

D-18



EC 1110-2-291
31 Oct 97

Resultant force representing the linearly varying component of bearing pressure.

(Equation D4-1)
P, + P, =2144

SM ., 18.20P, + 24.30P, - 21.44 (24.07) (Equation D4-22)

P, + 1.33P, - 28.24 (Equation D4-2b) equals Equation D4-2a divided by 18.29)

Subtracting Equation D4-1 from Equation D4-2b :

0.33P, - 6.80
P, = 20.61 MNim (1409.0 kips/ft)
P, = 2144 - 2061 = 0.83 MNim (59.4 kips/ft
p, = 288 00227 M Pa (050 ksf)
36.58
p, = 22812 _ 1157 41 Pu (23.50 kef)
3658

Pressure at the toe = 1.127 + 0.0227 = 1.1497 MPa (24.0 ksf)
Pressure at heel = 0.0227 MPa (0.50 ksf)

The bearing pressure distribution for the 50-percent drainage efficiency is shown in Figure D4-3a, and for the 90-
percent drainage efficiency on Figure D4-3b. The bearing pressures shown are for the net vertical load (W-U).

D4-9. Conclusions

The use of a drainage efficiency of 90-percent provides the required factors of safety for diding and foundation
reaction, whereas for the 50-percent drainage efficiency condition the structure fails to meet both dliding and
foundation reaction requirements. This particular example problem illustrates the case where the use of existing
uplift conditions can eliminate the need for a costly stability retrofit. A prudent designer, however, would make
sure that the drains were inspected and cleaned on aregular basis, that there were sufficient piezometers throughout
the base of the structure, and that these piezometers were read on aregular basis to remove al concerns over high
uplift pressure leading to stability problems. There are many cases where drainage systems for dams have reduced
uplift pressuresto tailwater levels.

588.98
26.57

X - = 22.17m (72.7ft)
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33.78m
(110.8¢1)

1.075 MPq
(22.46 KSF)

Figure D4-3a. Bearing pressure with 50 percent drain efficiency

(Resultant in middle 1/3 without uplift)

|
Table D4-1
Loads and Moments (no uplift)

Horizontal Vertical
Load Load Load Moment Moment @ A
Designation (MN) (MN) Arm (meters) (MN-meters)
H, 14.78 18.29 270.33
H, -0.41 3.05 -1.25
W 26.57 12.04 319.90
SUM 14.37 26.57 588.98
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1.150 MPq
(24.0 KSF)

.0227 MPq
(.50 KSF)

Figure D4-3b. Bearing pressure with 90 percent drain efficiency

Example D5
Sliding Stability Analysis of Gravity Dam With and Without Tensioned Structural Anchors

This example illustrates how dliding stability is enhanced by the use of tensioned structural anchors. The anchors
accomplish stability by decreasing the component of the resultant force that acts parallel to the diding plane and by
increasing the component of the resultant force that acts normal to the sliding plane. Foundation strength parameters

used in this example are ¢ = 40° and c = 0.
N =W - U =5.04-1.48 = 3.56 MN/m(243.28 k/ft); T = XH = 2.23 MN/m(153.1 k/ft)

_ Ntan® _ (356)(0.8391) _ 134 <20N.G

FS
T 2.23

N =W + Fsnds® - U = 504 + (1L21) (0.707) - 1.28 = 4.61 MN/m (315.9 kift)

T =223 - F cos 45° = 223 + (1.21) (0.707) = 1.38 MNIm (94.6 k/ft)

_Ntand _ 461x 08391 o0 .00k,

FS
T 1.38
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Figure D5-1. Stability without tensioned structural anchors
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Figure D5-2. Stability with tensioned structural anchors
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Example D6
Obtaining Shear Strength Parameters for Use in Sliding-Stability Analyses

D6-1. General Discussion

The limit equilibrium approach, used for determining a diding factor of safety, will only provide meaningful results
when there is a high degree of confidence the shear strength parameters used are a conservative representation of
actual foundation strengths. The selection of the shear strength parameters involves a great deal of uncertainty.
Shear strength parameters can be determined through laboratory and in situ testing, by empirical methods, or by
judgment based on a knowledge of rock mechanics and geological conditions. The type of methods and testing used
depends on whether the sliding failure plane consists of intact rock, jointed rock, or sheared rock zones containing a
weak filler material. Although laboratory testing is the most common way of determining shear strength parameters,
the strength of laboratory samples may or may not be indicative of the strength of the prototype. In general, due to
size effects, the laboratory samples will provide strengths greater than that of the prototype.

D6-2. Stress / Strain Relationships

There is no consideration of strain in the limit equilibrium method. For foundations that contain more than one
material, or are made up of a combination of intact rock and jointed or sheared rock, the limit equilibrium method is
only valid when the materials behave in atypical elagtic-plastic manner. This means that once the intact rock reaches
its peak shear strength, the strains necessary to reach the peak strengths of the jointed and sheared materials can be
obtained without aloss of strength through strain softening in the intact rock. For strain softening situations, some
judgments must be made with respect to the selection of strength parameters which represent failure strain conditions.

D6-3. Problem Description

The Foundation and Seepage Analysis Report for the Zintel Canyon Project is used to illustrate the foundation
strength determination process for a dam constructed on jointed basalt with various degrees of weathering. The
descriptions of the various materials which make up the foundation and the laboratory test results are described
below. Thisinformation was taken directly from the referenced report.

D6-4. Zintel Canyon Dam - Foundations Investigations, Foundations Materials

a. General. The materials mapped in the foundation of Zintel Canyon Dam consist of a basalt bedrock. The
basalt is moderately to intensely weathered and has been subjected to heat alteration and shearing. Shears were
mapped in the left abutment, stilling basin, and key trench.

b. Slightly to moderately weathered basalt. Approximately 20 percent of the total foundation area of Zintel
Canyon Dam consists of dightly weathered to moderately weathered basalt. The closaly jointed rock resulted in a
rough foundation surface with tightly interlocked angular pieces of basalt extending 152.4 mm (6-in.) or more above
the lowest portions of the cleaned foundation surface. Drill hole DH-6RD was completed in the dlightly to
moderately weathered basalt in the right abutment area. Core samples recovered from this hole consisted of closely
jointed, hard basalt. The bi-axial shear tests results on the core samples are shown in Figure D6-1.

c. Moderately to intensely weathered basalt. Approximately 55 percent of the total foundation of Zintel Canyon Dam
consigts of moderately westhered to intensdy weathered basalt. The higher degree of weethering, and very close fracturing
in these areas of the foundation, resulted in angular pieces of the basalt being easily loosened and requiring remova during
foundation cleaning. The more weathered condition of the basdlt resulted in a somewhat more irregular foundation surface
than in the dightly to moderatedly wesathered areas.  Drill hole DH-1SB was completed in a typica

D-24



EC 1110-2-291
31 Oct 97

' : ZINTEL CANYON
4 REPQHT OF DIRECT SHEAR TEST ...
l\ FOUNDATION SAMPLE GRD

_ """" i'_____ """ ;)”"1"0‘3"MP§"'(1'SG'p’éu)‘ """

NG
0069 MPa (10‘psa,L
Confining Pressure AN

""""""" L \ R
""""""" f'”'O"55 MPa: (80\1)\
: Confmmg Pressure

Shear Load (MPa)
O =2~ nn W b~ O N OO
I

0 2 4 6 8 10 12 14
Displacement {Meters x 10-3)

Figure D6-1. Direct shear test for slightly to moderately weathered basalt

area of the moderately weathered to intensely weathered basalt. Core samples from this hole consisted of very closely
fractured and jointed weathered basalt. The bi-axial shear test results on the core samples are shown in Figure D6-2.

d. Intensely weathered / altered basalt. The intensely weathered / altered basalt comprises approximately
20 percent of the total area of the dam foundation. The condition of the rock varies throughout the mapped aress.
Commonly, the weathering and ateration resulted in a foundation surface characterized by gravel-sized loosdly
interlocked angular pieces of basalt extending less than 76.2 mm (3-in.) above the lowest portions of the cleaned
foundation. However, some limited areas of the intensely weathered and highly altered basalt are characterized by
fragments within a matrix of soil-like highly altered and decomposed basalt. The highly altered areas of the
foundation were excavated somewhat deeper than the surrounding areas. However, there was no indication the
material was improving with depth, or that by excavating deeper the material would improve. Drill hole DH-1SB,
completed in the right side of the stilling basin, encountered the intensely weathered and altered basalt. Core
samples from this hole were disturbed during the drilling operation and were primarily recovered as angular basalt
fragments. On the basis of the recovered core samples and foundation observations, the intensely weathered and
altered areas of the foundation generally consist of a poorer-quality rock than in the moderately to intensely
weathered areas, but better-quality rock than in the sheared areas where alarge percentage of the cored material was
recovered as basalt fragments in a matrix on clay or silt. Therefore, the shear strength of the basalt in the intensely
weathered and altered areas of the foundation is considered to be somewhat higher than in the sheared areas.
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Figure D6-2. Direct shear test for moderately to intensely weathered basalt

e. Shears. Shears make up approximately 5 percent of thetotal foundation of Zintel Canyon Dam. Shears were
mapped in the left abutment, stilling basin, and key trench. The shears are predominantly high angle and are mostly
orientated from North 5-deg West to North 46-deg East. With this orientation, the shears do not appear to threaten
the safety of the structure. There is no indication that the shears would intercept one another at shallow depths,
creating the potential for a block failure, or that they form planes of significant weakness in the foundation. Also,
due to the infilling of clay and/or silt within the shears, the shear planes are not expected to provide pathways for
seepage under the dam. The shears primarily consist of sand - to-gravel-sized fragments of basalt in amatrix of clay
or silt. The sheared foundation surface areas are somewhat smoother than other areas of the foundation. Drill hole
DH-7LD, located near the base of the left abutment was completed in the area of shear S-9. The core samples from
this hole consisted of angular to sub-angular fragments of basalt in a clay matrix. The bi-axial shear test results on
the core samples are shown in Figure D6-3.

D6-5. Foundation Samples and Laboratory Test Results
a. General. Foundation core samples from drill holes, DH-1SB, DH-6RD and DH-7LD were prepared for bi-
axial direct-shear strength tests. Sample selections were dependent on core condition (absence of drilling and

handling disturbance). In addition, the samples were selected so that the typical best, average, and poorest quality
foundation rock encountered would be tested.
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Figure D6-3. Direct-shear test for shear zone material

b.  Bi-axial shear sample preparation and test procedure. Bi-axia direct-shear strength tests were performed at
confining pressures of 1.03, 0.55, and 0.069 MPa (10, 80, and 150 psi.). A test section of 0.762to0 0.915m (2.5t0
3.0 ft) per hole (two sections in DH-7LD) was selected. In general, each bi-axial shear strength specimen was saw
cut to anominal 0.2033 m (8-in.) length, placed in steel shear blocks, plastered in place and tested. Rock cores from
drill holes DH-1SB and DH-7LD could not be handled without breaking apart, so specimens from these holes were
prepared by wire-banding the original PV C encasement around the core and saw-cutting through both the PV C and
the rock core. Specimens from drill hole DH-1SB required a wax coating in order to keep the samples intact after
removal from the PV C encasement prior to placing in the shear blocks. Bi-axia testing was determined to be the
most practical method for testing this material. Tri-axia testing was not considered appropriate. The required
sample preparation and significant handling requirements made it highly unlikely that an undisturbed rock sample
could be situated in the available tri-axial chamber. It isrecognized that tri-axial testing of poorer-quality rock would
yield improved shear performance, if an undisturbed sample could have been prepared.

c. Testresults. Load - displacement curves from the bi-axial shear tests are shown in Figures D6-1 through D6-
3, and the results in terms of shear strength versus confining pressure are plotted in Figure D6-4. The rock samples
describes as hard basalt, minor fractures (DH-6RD), representing approximately 20 percent of the foundation rock
yielded a cohesive value of 1.6552 MPa (240 psi) and angle of internal friction of 82 deg. The rock samples
described as severely fractured, weathered basalt, minor infilling (DH-1SB), representing approximately 55 percent
of the foundation rock yielded a cohesion value of 0.414 MPa (60 psi) and an angle of internal friction of 39 deg.
The rock samples described as weathered sheared basalt, fully infilled with atered clay / sand (DH-7LD),

D-27



EC 1110-2-291
31 Oct 97

representing 5 percent of the foundation rock yielded a cohesion value of 0.0897 MPa (13 psi) and an angle of
internal friction of 56 deg. The test results from severa of the shear tests were not peak values of shear load. They
were actually the value of shear when the test was concluded.

10 L : N . . :
: Zintel Canyon bam | e
9 Results of DirectiShear P
8 ! Tests on Foundatlon Rock <
s LT
a 7 Sﬁghttyto Moderately """""""" S freeeeeney
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Figure D6-4. Shear strength versus confining pressure

D6-6. Observations

The example problem is used to illustrate the difficulties in establishing foundation strength parameters for
foundation rock that isjointed and sheared. Intact foundation rock generally poses no prablems in the selection of
strength parameters, because even with extremely conservative values the foundation has no difficulty in carrying the
loads imposed on it by the structure. Asit can be seen from the Zintel Canyon Dam direct-shear load / displacement
curves, the foundation often exhibits strain-softening characteristics rather than the elastic-plastic characteristics
assumed in the limit-equilibrium method. Therefore, the stress/strain relationships of the various foundation
materials play an important part in the selection of strength parameters to be used in the diding stability analysis.
This example also demonstrates how erratic the tests results can be and how difficult it can be to establish a single set
of strength parameters from the test results. For Zintel Canyon Dam, conservative lower-bound shear-strength values
representing the sheared basalt material provided a sliding factor of safety greater than required by Equation 3-1 of
thismanual. Because lower-bound shear-strength parameters were used in the dliding stability analysis, anormal site
information factor was selected and used in Equation 3-1 to establish the required factor of safety.
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Example D7
Spillway Slab With Untensioned Structural Anchors

This example compares the spillway slab thicknesses required to withstand flotation with and without the use of
untensioned structural anchors. The analysisisfor acondition referred to as rapid drawdown which occurs when the
spillway gates are closed suddenly. This resultsin the entrapment of uplift pressure under the slab for a short period
of time while the actual water surface is near or at the top surface of the dab. In this example, the entrapped uplift
head is assumed to be 3.049m +t ([10 ft + t]). The plan including elevation of the spillway dab panel used in this
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exampleis shown below. It is assumed for this example that the return period for the loading condition resultsin an
unusual loading condition classification, normal importance classification, and normal site information.

In the following two paragraphs, the required slab thickness is determined with the use of anchors and without the
use of anchors. The parameters having constant values that will be used in the analysis are as follows:

Y, = unit weight of concrete = 0.02356 M N/m?> [0.150 kcf]

y, = unit weight of water = 0.00982 M N/m? [0.0625 kcf]

A, = area of one anchor = 0.0008198 m? [1.27 in.”]
/= yield strength of anchors = 413.793 M Pa [60 ksi] grade 60 reinforcing
N = number of anchors = 9

D7-1. Thickness required with anchors
W, =y, (3049 + ¢) b* = 0.00982 (3.049 +1)(9.146)* = 2.50456 + 0.82144 ¢

W, =y, b%t=197078 ¢

The requirement of EM 1110-2-2104 for adequacy of reinforcing bar is:
éR>U

where

¢ = 0.9 for tension.
Thus:
U=075[13@@7wW,6 -14W)], R-= N A f,
U =075 (1.3 [1.7 (250456 + 0.82144 1) - 1.4 (1.97078 7)])

U = 415131 - 1.32858 ¢
$ R = 0.9 x 9 x 0.0008198 x 413.793 = 2.74774 MN 617.7k)

Set $pR equa to U and solvefor
2.74774 = 415131 -1.32858t, t=1.0564 m (3.465 ft), Use 1.067 m (3.50 ft)
D7-2. Thickness required without anchors

From paragraph above

w = 250456 + 0.82144 ¢, w_ = 1.97078 t

u c
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From Chapter 3 for an unusual l0ad condition, a normal structure, and normal site information the required factor of
safety against flotation is FS = 1.20.

Set W, equal to FS(,) and solvefor :
1.97078 ¢ = 1.20 (2.50456 + 0.82144 i)

0.98505 ¢ = 3.00547, t = 3.051 m [10.00 fi]

Conclusion: This example illustrates the importance of untensioned structural anchors for slabs on grade subject to
high uplift pressures. It is obvious from inspection that the anchored slab would be more economical, i.e., 1.067
m(3.5 ft) versus 3.051 m(10.0 ft) thick slab.

EXAMPLE D8
Calculate The Critical Slip Plane Angle () For An Earth Wedge With A Broken Top Surface

This driving-side wedge has a broken top surface, the water table lies within the wedge, and the soil possesses
internal friction only. (See thefigure below.)

RV i r-—'
! % €
ip| on
0.120\\kcfl‘ 3
Vm= 0.01886\MN/m? | | _ -
\\ [ 0 O
¢ = 28° . 5 N S o)
. o S Y L0,
c = O \\\ — (N.
\‘1 JL g-) E
________ y_______.E | — s 0]
gl
— | 0
[0.0625 Rf] s
¥, = 0.00982 M &
Nl’\
—n
1]
F -
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It is assumed that the top surface of the wedge is horizontal and lies along line ABC. Then the weight of the area
BCD will be taken as an analogous negative strip surcharge (V).

where
V= - % (0.01886) (7.5) (3) = - 0.212175 M N/m [- 14.53 k/ft]

Since the water table lies within the wedge, the average effective unit weight of soil will be used in the calculations
for the critical-dip plane angle.

_ (Ym - Yb)hsz

Y :Yavgzym h2

0.00904 (7)2

y = 0.01886 -
(18)°

= 0.017493 M N/m® [0.11132 kcf]

Using the equations in Chapter 5, calculate the value of the critical-dlip plane angle.

r=1-tanftand = 1 - 0 x 0.531709 = 1.00
s = tandp + tanp = 0.531709 + O = 0.531709

t = tand - tanPtan?p = 0531709 - 0 (0.5317097 = 0.531709

c, +yCcf + 4ac
! ! 2) = 55.8637°

o = tan?t
2
¢, - 2stand _ 2x 05BLT09 x 0531709 _ g7y
y 0.627747
c, - L - 9581709 _ 447012
A 0627747
=5 |22 |a + taep)-0531700 - | —2X 02121751 1 585714y - 0.627747
v h? 0.017493(18)

EXAMPLE D9
Calculate the Critical Slip Plane Angle (&) for an Earth Wedge where the Soil Possesses Cohesive
Strength

The wedge in this example is the same as the wedge in Example D8, except that the soil possesses cohesive strength
aswell asinternal friction. (Seethefigure below.)
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It is assumed that the top surface of the wedge is horizontd and liesalong the line ABC. The weight of the area BCD
will be taken as an anal ogous negative surcharge load (7).

where
V= - % (0.01886) (7.5) (3) = - 0.212175 M N/m [ 14.53 k/ft]

Since the water table lies within the wedge, the average effective unit weight of soil will be used in determining the
critical dlip plane angle for the wedge.

B (Yn1 - Yb) hsz

Y = Yav = Ym
¢ (n? - d?)

Since the depth of cohesive cracking (d.) is not known initialy, it must be estimated at the start and the equationsin
Chapter 5 used in an iterative fashion until the critical-dip plane angle («) is found that produces a calculated value
for crack depth that is equal to the estimated value.
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r =1 - tandtanp = 1.00

s = tanp + tanp = 0.36397

t = tandp - tanftan’d = 0.36397
1st Trid: d.(est.)=3m

0.00904 (7)2

Y =Y,, = 001886 -
¢ (18)% - (3)

- 0.017454 M N/m® [0.11107 K/t

y (h% — d?)= 549801, vy (h + d) = 0.366534

2V 2 2c
A=5s | ———|(@A +t | ——— r
e e

A - 036397 - |2 (0212075) | 4 435474y , | 2X 00191571 4 o) _ (555008
5.49801 0.366534
dstand + | —2 | s
Yy (h +d)
c, -
y
2 (0.36397) (0.36397) + [%) (0.36397)
c, - : - 0.613483
0.555908
2c
r+ —(h " d) r
C, - Y :
y
0.36397 + (%) (1.00)
C, - : - 0.842766
0.555908
C, +C? + 4C
@ = tant| =2 21 2] - 51.885°
Calculate d. and compare to the initial estimated value.
2 K .
d = 28 g lotanoola g jannag
¢ Ky, 1 +(tand)tana
P 1 0703308, ¢ - 2X0.703303x0010157 , oo
¢ 2sd8no cosx [ r+s tana | ¢ 0.488308x0.01886

Thisis so close to the estimated initial value that further iteration is not necessary. o = 51.885°
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